Data sheet

SAA 85-02 Aluminium satellite antenna 85 cm

C € iteBary

Technical data

Electrical data

Anthracite
Powder-coated

ooooo

Order information

Type

Order no.

GTIN

PE

VE

EU customs tariff number

Fast and easy to mount
Completely pre-assembled
Suitable for multifeed reception

SAA 85-02
SAA08502
7611682001969
1

1

85291031

Frequency range

Antenna gain

10.75/11.75/12.75 GHz
38.12...39.53 dB

Full width at half maximum <2.2°
Mechanical data

Reflector dimensions 85x85cm
Reflector colour anthracite
Reflector material Aluminium
Elevation range 15...50°
Diameter of feed 40 mm
Mast diameter 32..76 mm

Wind load at max. wind speed [20/40/60 m/s]

Back part material

21.3kg/85.4 kg/192.1 kg

Zinc coated steel, including plastic coupler

Screw sets material Dacromet
General
Weight 6.000 kg

Suitable products

SZU 85-02 Multifeed bar £5°

SZU 85-06 Multifeed bar +12°

SZU 85-01 40 mm LNB holder for multifeed
SZU 85-03 Rafter fastener for SAA 80/85-xx
SZU 85-05 Wall bracket for SAA 80/85-xx
SZU 85-04 Mast fitting kit

SZU 85-10 Mast cap for cable entry

QSF 401-00 Flat roof stand
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