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SZU 99-06 Switching mode power supply 18 V=/2 A

✔
External power supply to be used exclusively as spare part for ORX

14-00, ORX 14-01, OPU 14-03, SES 544-06, SES 984-06, SES 5216-06,

SES 5416-06, SES 5816-06, SPU 1308-06, SPU 1312-06, SPU 1316-06,

SPU 1324-06, SPU 1332-06, SPU 1708-06, SPU 1712-06, SPU 1716-06,

SPU 1724-06, SPU 1732-06, SPU 512-06, SPU 516-06, SPU 524-06, SPU

532-06, SPU 58-06, SPU 912-06, SPU 916-06, SPU 924-06, SPU 932-06,

SPU 98-06, SVS 1313-06, SVS 1717-06, SVS 1717-09, SVS 440-06, SVS

550-06, SVS 990-06

✔
Consisting of switching mode power supply SZU 99-15 and adapter

cable with barrel connector 5.5 /2.1 mm

Order information

Type SZU 99-06

Order no. SZU09906

GTIN 7611682005530

PE 1

VE 1

EU customs tariff number 85043180

 

Technical data

General

Operating voltage 90…250 VAC / 47-63 Hz

Power consumption 39 W

Power consumption open-circuit 0.4 W

Connector DC F-female

Output voltage 18 VDC

Output current 2 A

Weight 0.260 kg
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Example of use
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