
Data sheet

Page 1 of 2 | AXING-TD_TVS-14-00_en.pdf | Technical improvements, changes in design, printing- and other errors reserved. | 2025-11-26
AXING AG | Gewerbehaus Moskau | CH 8262 Ramsen | info@axing.com | www.axing.com

TVS 14-00 CATV Distribution amplifier

✔
For small CATV networks

✔
To plug on to a wall outlet

✔
47…862 MHz

✔
4-way distribution

✔
6 × 10 dB gain

Order information

Type TVS 14-00

Order no. TVS01400

GTIN 7611682000368

PE 1

VE 1

EU customs tariff number 85437030

   

Technical data

Downstream

Frequency range 47…862 MHz

Gain 4 × 10 dB

Max. output level (3rd order, EN 50083‑3, 60 dB KMA) 93 dBµV

Attenuation: continuously adjustable 0…18 dB

Return loss ≤ 7 dB

Noise figure typ. ≤ 7 dB

RF connectors

Type 1 × IEC-female @ input

4 × IEC-male @ output

General

Power supply 230 VAC / 50 Hz

Power consumption 3.0 W

Dimensions (W × H × D) appr. 80 × 140 × 60 mm

Weight 0.362 kg

IP code IP20
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Example of use
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